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REVISIONS  

4 5.  
6.  DRAWN BY: 	HIS REVIEWED BY: 	TRB 
ISSUE DATE: 	 01/13/14 

I hereby certify that this survey, plan or report 005 prepared by or or under my 
direct superrion and that I am a duly Li censed Land Surveyor under the Tans of the State of Minrssota. 
Name: 	Thornes R. fialluff 
Date: 01/13/14 License F: 90361 
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WYMAN PLACE 
EDINA, MINNESOTA 

.BENCHMARK G 949.1 
it 

x 951.2 

NW CORNER OF /11.  
S.  

(FAJAS ON 	- 
COMPUTED LOCATION 

Ir. DES) -951.2 
)i TC 

946.7' 
Va7.4 it  

,ct 
947.8 
TO 

-NEfia4SII 948.0 I TC 

94.1 
Sc 

PARCEZ DESCIWPRAYS.  

(Per Schedule A of Title Commitment N. 119-26717, with a commitment date of September 4, 2013. at 7.00 A.M., prepared by Custom Home Builders Title, LLC, as Issuing  agent for Stewort Title Guoronty Company)  
Lot 1, except the North 75 feet thereof, all of Lot 2 and that port of Lot 3 lying  Northerly of a line running from o point in the East fine of said Lot 3, distont 14 feel South of the Northeast corner thereof to o point in the West line of said Lot 3 distant 18 feet South of the Northwest corner thereof, all in Block 7. "Normand,. Secold Addition'. That port of the North 75.00 feet of Lot 1, Block 7, 'Normondole Second Addl... which lies Southerly of the following described line: Commencing 01 the Southeast corner of the North 75.00 feet of soid Lot 1; thence North 0 degrees, 00 minutes, 49 seconds East, along  the East line of said Lot 1, a distance of 43.33 feet to the beginning  of the line to be descred: thence Northerly and Westerly a distance of 30.28 feet along a tongential curve to the left, having 	rodius of 16.30 feet and a centred angle of 106 degrees, 26 minutes. 18 seconds; thence South 73 degrees, 34 minutes, 31 seconds West. tangent to said curve, a distance of 27.14 feet; thence South 71 degrees, 59 mimtes, 20 seconds West a distance of 129.71 feet; thence Westerly along  a curve. concave to the North having  a radius of 454.78 feet to the Southwest corner of the North 75.00 feet of sold Lot 1, and soid line there terminoting, Hennepin County, Minnesota. 
AND 

(Per Schedule A of 11119 Commitment No. HB-26758, with a commitment date of September 4, 2013, at 7100 A.M., prepared by Custom Home Budders Title. LIG, as issuing  agent for Stewort Title Guaranty Company) 
That port of Lot 3 lying  Southerly of a line running  from a point in the East line of said Lot 3, distort 14 feet South of the Northeast corner thereof to a point in the West line of said Lot 3. distant 18 feet South of the Northwest corner thereof, ond the North 20 feet of Lot 4, Block 7, 'Normandale Second Addition*, according to the recorded plot thereof, Hennepin County, Minnesota. 
(Abstract Property) 
GEYERAL NOIES.  

1) The field work for this survey .s completed on Jonuory 7, 2014. 
2) Bearingsshown hereon ore based on the West line of the Northwest Quarter of Sect on 4. Tonnship, 116, Range 21, which is assumed to bear 50274'13E. 
3) Surveyed property addresses - 6304 & 6312 Warren Avenue, Edina, MN 55439. 
4) &aye)nd property contains ±38.907 Sq. Ft. (±0.89 acres). 
5) Above ground utdities hove been field booted as shown. AS under ground locations shown hereon are APPROXIMATE. Prior to ony excavations or digging. contact Gopher State One Call for on on-site tocation (651-454-0002). 
6) Dueto snow ond winter con 	al ditions, an addition site visit may be needed in the Spring  to locate odditional improvements proveents which may not have been visible at the time of survey. 
7) Restricted Access per Doc. No. 5154438 will need to be released. 
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OWNER: DOUGLAS & 

EXISTING HOUSE 6316 WARREN AVE FFE=±951.0 

11/A.L 3491560 mr 
UNE YORE CFI LC. 

• 

135.5 

512 01.0352 
946.4 

L168 
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947.6 Sc 

947 7 
TC 

948.0 Sc 
- DInno“ternsonHtenzpninotC:nty 

• - Denotes Found Monument, as noted 

- Dyetins1sSe:ogr Pipe, Marked 0 

* 	- Denotes Light Pole 

0 	- Denotes Sanitary Manhole 

.aCC0.0 	- Denotes Existing Spot Elevation 

- Denotes Existing Tree 

- Denotes Television Box 

- Denotes Fire Hydrant 

- Denotes Cote Valve 

o 	- Denotes Electric Box 

- Denotes Gas Meter 

- Denotes Catch Basin 

- Denotes Electric Meter 

vOr 	- Denotes Utility Pole 

O 	- Denotes Miscellaneous Manhole 

- Denotes Underground Electric 

- Denotes Overhead Utility 

Denotes Watermain 

- Denotes Sanitary Sewer 

Denotes Overhead Utilities 

Denotes Storm Sewer 

- Denotes Existing Fence as noted 

CALL EEFUE MU DD 

I. Disk located on the SE 'Mowed of bridge 
over Hwy. 62. 
Elev.= 951.59 (NGVD 29) 

2. Top nut of hstront located d212 ft. west 
of the NW corner of the subject property. 
Elev.= 939.39 (NM 29) 

- Denotes Concrete Surface 

- Denotes Bituminous Surface 

- Denotes Existing I Ft. Contour 

- Denotes Existing 5 Ft. Contour 

BENCHMARKS 

Know what's below. 
Call before you dig. 

SITE DATA 

±38,907 sq. ft. 

12,450 sq. ft. 
11,970 sq. ft. 
14,487 sq. ft. 

TOTAL NUMBER OF LOTS 	 3 

AVERAGE LOT AREA 	 12,969 sq. ft. 

Minimum Lot Width at 50 ft. from front lot 

line = 75 ft 

Minimum Lot Depth at midpoint of lot = 135 ft. 

Minimum Lot Area = 105116 sq. ft. 

EXISTING ZONING: 	 R 1 

PROPOSED ZONING: 	  R 1 

UTILITIES 	 AVAILABLE 

00 	10 	20 	40 
( IN FEET I 

SHEET INDEX  
1. EXISTING CONDITIONS & 

PRELIMINARY PLAT 

2. PRELIMINARY SITE 8e 
UTILITY PLAN 

3. PRELIMINARY GRADING 8e 
EROSION CONTROL PLAN 

L1. PRELIMARY LANDSCAPE 
PLAN 

TOTAL PARCEL AREA 

Lot 1 	  
Lot 2 	  
Lot 3 	  

PROPOSED DRAINAGE AND UTILITY EASEMENTS, BEING 5' ADJACENT 

TO SIDE LOT LINES AND 10' ADJACENT TO FRONT OR REAR LOT LINES, 

UNLESS OTHERWISE SHOWN AND DENOTED ON THIS PLAT. 
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PROPOSED 
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PROPERTY UNE 

SETBACK USE 

CURB 

SAWCUT 

CONCRETE 

BLDG PAD 

SIDE YARD SETBACKS 
GARAGE: 10 FT. 
HOUSE: 	10 FT. 
CORNER: 15 FT. 
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5. 

DRAWN BY: 	 IDA 

DESIGNED BY: 	 BIB 

ISSUE DATE: 	 01/13/13 

I hereby certify that this plan, specification 
or report r.as prepared by me or under my 
direct supervision and that I am a duly 
Licensed Professional Engineer under the 
lees of the State of 11Innesota 

Name: 	Brian J. ICrystofiek, RE, 

Signature: 

Date: 01/13/13 License 0: 25063 
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sa3.5 

CONNECT TO EX. MH  
CORE DRILL & INSTALL 
WATER TIGHT SEAL 
INV. 938.0 
EX. INV 937.35 (FIELD VERIFY) 
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W
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R
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 SINGLE FAMILY LOTS 
(75' MINIMUM WIDTH) 

Xr'7'/1  

EXISTING 
HOUSE 

SITE PLAN LEGEND  

MR 1 
RE 949.7 
INV 938.2 

— 

MR 1 
RE 950.5 
INV 938.9 

EXISTING SEWER & WATER 
SERVICE (TYP.) 
LOCATIONS SHOWN PER CITY 
AS—BUILTS. 

30 FRONT SETBACK 

R/W 

1 
I
- I 

25' REAR SETBACK ,_ 

Ts.: 	EXISTING  
GARAGE 

/ ..•,<;:///z4„:::?: 
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• SHED 

fizz

▪  

/ 

945.4 

EXISTING 
GARAGE ',22;? 
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WARNING! 
UNDERGROUND DOUSES 

CALL BEFORE DIGGING 

( IN FEET ) 

Know what's below. 
Call before you dig. 

CALL BEFORE YOU DIG 

BENCHMARKS 
1. Did, located on the SE wingwall of bridge 

aver Hwy. 62. 
Elev.= 951.59 (NGV13 29) 

2. Top nut of hydrant !muted ±212 ft. west 
of the NW comer of the mbject property. 
Elev.= 939.39 (NGVD 29) 

SANITARY SEWER 
WATER MAIN 

WETLAND 

FENCE 

OVERHEAD ELECTRIC 

LIGHT POLE 

ELECTRIC BOX 

TELEPHONE BOX 

TELEVISION BOX 

POWER POLE 

6" x 12" 
WET TAP 

REMOVE & REPLACE 
EX. STREET SECTION 
IN KIND 

25.  REAR SETBACK 

, 

TYPICAL SERVICES SHALL BE: 
WATER: 1' COPPER TYPE K 
SEWER: 4" PVC 



EL-99,2 
3,937 1 

'Thait 

INFILTRATION BASIN  
GRADING PLAN LOT KEY  

-0.5'  TOPSOIL .DROP GRADE AT REAR 
2'  FOR DAYLIGHT WINDOWS 
(151NDOW WELL) 

IDA DRAWN BT: 

DESIGNED BT. DIE 

ISSUE DATE: 01/13/13 

REVISIONS 

5. 

I hereby certify that this plan, spedfication 
or report vies prepared by me or under my 
direct supeoidon and that 1 tan a duly 
licensed Professional Engineer under the 
loot of the State of !tinned-eta 

Name: 	Odin). Krystafiak, P.E. 

Signature: 	„4.  

Date: 01/13/13 License tri 25063 
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951.2 
5.5 

951.3 

947.5 

7 

'V3451 
948.0 950.3 

051 	
949.5 

9 9.8 

9.7 

)54 

TREE REMOVED 

949.1 (TYP•) T. 

- - - 
R IJAPLE 18 

-93,0 	
1 

N33. 

1 945.0 
TO 

950.5 
(WINDOW WELL) 

vv./VA-A,  ", /1 EXISTING 
HOUSE 

(WINDOW WELL) 
950.0 

2°  CLEAR 
ROCK (MIN.) 

DIRECTION OF FLOW 
6-X6-  TRENCH 
(COMPACTED BACKFILL) 

HIE111==-111="' 

UNDISTURBED SOIL 

t19.2 

SPOT ELEVATION 

SILT FENCE 
(STANDARD DM 12001) 

TREEUNE CY-Y-YM 
E.O.F. 

EMERGENCY OVERFLOW 
000.0 

GRAVEL CONSTRUCTION 
ENTRANCE 

TREE 

ROCK CONSTRUCTION ENTRANCE 9,7.7 

W
A

R
R

E
N

 A
V

E
 

6- MIN. 

SILT FENCE 
XIS XISG 

MAPLE 3.2 

i 

7 

SUBGRADE CORRECTION  

ANCHOR IN/ METAL 
1-POST OR WOOD 
2-02-  STAKE 

FILTER FABRIC (36-  MAX. HEIGHT) 
OPENING IN FABRIC WEAVE K 212 pm 

, 
TR ELIA 18 

9,14,  

47.2 
TC 

SELECT BACKFILL 
MATERIAL SELECT BACKFILL 

MATERIAL 

LIMIT OF SUBGRADE EXCAVATION 

NON-SELECT BACKFILL MATERIAL 

COMPACTED  

COMPACTED BACKFILL OO 

MAXI. T 
3.0' 
MAX 

NON-SELECT 
BACKFILL MATERIAL 

COMPACTED BACKFILL 10.0' 
MIN. 

GRADING GRADE 

PROPOSED FINISHED GRADE 

EXISTING GRADE 

BOTTOM OF-UNSTABLE MATERIAL 

WARNING! 
UNDERGROUND UTILITIES 

CALL BEFORE DIGGING 

(IN FEET ) 

LEGEND  
EXISTING 	PROPOSED 

PROPERTY LINE 

	

EASEMENT UNE 	  
CURB LINE - - - - - - 

BITUMINOUSS [11111 	I  
CONCRETE 

SANITARY SEWER - - - - 
STORM SEWER SEWER 

WATER MAIN 

	

OVERHEAD UTILITY 	 

STORM CATC:AN0LBNASINE  
STORM MANHOLE 

ro  0 

	

HYDRANT 	I'4Z3r 

	

GATE VALVE 	Tv  >I 

TELEVISION BOX 

946.2 
TO 

A,,,,000.104Ec6,0.424.ET 

TB 
TELEPHONE BOX 

UTIUTY POLE 
RETAINING WALL =a 

FENCE - =  
IV CONTOUR 
2' CONTOUR 

FEMA FLOOD PLAIN 
WETLAND LINE 

NOTES: 

1. DIG A 6°X6-  TRENCH ALONG THE INTENDED SILT FENCE LINE. 

2. DRIVE ALL ANCHOR POSTS INTO THE GROUND AT THE DOWNHILL SIDE OF THE 'TRENCH. 

3. POSTS SHALL BE SPACED A MAXIMUM OF 6 FEET APART. 

4. LAY OUT SILT FENCE ALONG THE UPHILL SIDE OF THE ANCHOR POSTS AND BACK FILL 6-X6-  TRENCH. 

D. SECURELY ATTACH SILT FENCE TO ANCHOR POSTS W/ MINIMUM OF THREE ATTACHMENTS PER POST. 

6. SEE MNDOT SPECIFICATIONS 2573 & 3556. 

BENCHMARKS 
I. Disk located on the SE wingrfoll of bridge 

over Hwy. 62. 
Elev. = 951.59 (NGVD 29) 

2. Top not of hydrant boosted ±212 ft. west 
of the NW corner of the subject property. 
Elev.= 939.39 (NGVO 29) 

Know what's below. 
Call before you dig. 

DRAINAGE & UTILITY 
EASEMENT 

SURFACE DRAINAGE 

GROUND ELEVATION 
ID BUILDING 

RECOMMENDED 
GARAGE SIDE 

FINISHED ELEVATION 
EP LOT CORNER 

BLOCK NUMBER 

LOT NUMBER 

HOUSE TYPES 
R -RAMBLER OR SPLIT ENTRY 
LO-RAMBLER LOOKOUT OR SPLIT 

ENTRY WALKOUT 
SLO-SIDE LOOKOUT 
WO 	RAMBLER WALKOUT 
GAO-SIDE RAMBLER WALKOUT 

DENOTES STEP CONDITION (IN FEET) PLANTING MEDIUM 
705 HOMOGENEOUS SAND 
305 ORGANIC LEAF COMPOST 

SEED 551TH MIX TOLERANT OF 
INUNDATION AND DROUGHT. 

SUBSOILS TO BE SUBCUT DOWN TO EXISTING GRANULAR 
SOILS AND BACHFTLLED WITH ONSITE GRANULAR MATERIALS. 
THE BACKFILL MATERIAL SHALL NOT BE COMPACTED. 

GRASS PRE-TREATMENT STRIP 

TURF ESTABLISHMENT 

TURF ESTABLISHMENT SHALL APPLY TO ALL DISTURBED AREAS AND SHALL BE 
ACCORDING TO MnDOT STANDARD SPECIFICATIONS FOR CONSTRUCTION (2005) 
EXCEPT AS MODIFIED BELOW. 

TURF ESTABLISHMENT SHALL OCCUR AS SOON AS POSSIBLE BUT IN NO CASE 
MORE THAN 7 DAYS. 

SEED: MnDOT MIXTURE 250 AT 70 POUNDS PER ACRE. 

DORMANT SEED: SHALL BE APPLIED AT TWICE THE NORMAL RATE AFTER 
NOVEMBER 151. 

MULCH: TYPE 1 AT 2 TONS PER ACRE (DISK ANCHORED). 

FERTIUZER: TYPE 24-12-24 AT 300 POUNDS PER ACRE. 

MODIFIED LOOKOUT 
NO SCALE 

I
VARIES 	 

(FRONT SETBACK) 

*R 

FINISHED GRADE 
GRADING GRADE 

0.5'  MIN. 
	  1-TOPSOIL 

2.5'  

VARIES 

40' 	 

L-1 

CALL BEFOPE YOU DIG 

STREET 



NOTE: GUY ASSEMBLY OPBONAL 
BUT CI:RETRACTOR ASSURES FULL 
RESPONSIBIUTY FOR 11.41NTAW00 
TREE NI A PLUMB POSTMEN FOR 
THE DURATION OF THE GUARANTEE 

GUY ASSEVEILY- 15' 
POLYPROPYLENE OR POLYETHYLENE 
140 MIL) 1-1/21  WOE STRAP 
TIP) 001113LE STRAND 10 Cl. 

WIRE. 2-7' ROLLED STEEL POSTS 
110001 3401) 0 100.  0.E. (SEE 

sTA'  " s?MT-G-Tig tib INSURE LYEEFORN 
ORIENTADON OF 

INES AND 
AXES 

SINENG DAGittll 

GUY WIRE WITH 
INURING FLAGGING- 

P-Eb?%FrEPSE0 Et.< 

MC1V24-  111300 STAKE SET 
AT ANGLE- STAKE TOP MOO 

EMIG GRADE 

MENIALTSI 1/2 'MOTH OF ROOT 

ENIT1NG SOIL VOTTURE (SEE 

„.-6FiritIqURBED OR STABILTEED 
•,../ SUBSOILS 

CONIFEROUS TREE PLANTING DETAIL  

LANDMATTERS LLC 
Landscape Architecture 

Place Maldng 

phone 612.598.5706 

PLANTING NOTES 

1. AU_ PLANTS MUST BE HEALTHY, VIGOROUS MATERIAL FREE OF 
PESTS AND DISEASE AND BE CONTAINER GROWN OR BALLED AND 
BURLAPPED AS INDICATED IN NE LANDSCAPE LEGEND. 

2. ALL TREES MUST BE STRAIGHT TRUNKED AND FULL HEADED AND 
MEET ALL REQUIREMENTS SPECIFIED. 

3. THE LANDSCAPE ARCHITECT RESERVES THE RIGHT TO REJECT 
ANY PLANTS WHICH ARE DEEMED UNSATISFACTORY BEFORE. 
DURING, OR AFTER INSTALLATION. 

4. NO SUBSTITUTIONS OF PLANT MATERIAL SHALL BE ACCEPTED 
UNLESS APPROVED IN WRITING BY THE LANDSCAPE ARCHITECT. 

S. ALL PLANTING STOCK SHALL CONFORM TO THE 'AMERICAN 
STANDARD FOR NURSERY STOCK,' ANSI-260. LATEST EDITION, OF 
NE AMERICAN ASSOCIATION OF NURSERYMEN, INC. AND SHALL 
CONSTITUTE MINIMUM QUAUTY REQUIREMENTS FOR PLANT 
MATERIALS. 

6. EXISTING TREES AND SHRUBS TO REMAIN SI-TAU.. BE PROTECTED 
TO THE DRIP UNE FROM ALL CONSTRUCTION TRAFFIC. STORAGE OF 
MATERIALS ETC. WITH 4' HT. ORANGE PLASTIC SAFETY FENCING 
ADEQUATELY SUPPORTED BY STEEL FENCE POSTS V D.C. MAXIMUM 
SPACING. 

7. ALL PLANT MATERIAL QUANTITIES, SHAPES OF BEDS AND 
LOCATIONS SHOWN ARE APPROXIMATE. CONTRACTOR SHALL BE 
RESPONSIBLE FOR COMPLETE COVERAGE OF ALL PLANTING BEDS AT 
SPACING SHOWN AND ADJUSTED TO CONFORM TO THE EXACT 
CONDITIONS OF NE SITE THE LANDSCAPE ARCHITECT SHALL 
APPROVE NE STAKING LOCATION OF ALL PLANT MATERIALS PRIOR 
TO INSTAU_ATION. 

B. ALL TREES MUST BE PLANTED, MULCHED, AND STAKED AS 
SHOWN IN NE DETAILS. 

9. ALL PLANTING AREAS MUST BE COMPLETELY MULCHED AS 

fg.Egria: SHREDDED HARDWOOD MULCH, CLEAN AND FREE OF 
NOXIOUS WEEDS OR OTHER DELETERIOUS MATERIAL, IN ALL MASS 
PLANTING BEDS AND FOR TREES, UNLESS INDICATED AS ROCK 
MULCH ON DRAWINGS. SUBMIT SAMPLE TO LANDSCAPE ARCHITECT 
PRIOR TO DEIJVERY ON-SITE FOR APPROVAL DELIVER MULCH ON 
DAY OF INSTALLATION. USE 4' FOR TREES, SHRUB BEDS, AND 3' 
FOR PERENNIAL/GROUND COVER BEDS, UNLESS OTHERWISE 
DIRECTED. 

11. NE PLAN TAKES PRECEDENCE OVER NE LANDSCAPE LEGEND 
IF DISCREPANCIES EXIST. NE  SPECIFICATIONS TAKE PRECEDENCE 
OVER THE PLANTING NOTES AND GENERAL NOTES. 

12. NE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL MULCHES 
AND PLANTING SOIL QUANTITIES TO COMPLETE NE WORK SHOWN ON 
NE PLAN. VERIFY ALL QUANTITIES SHOWN ON NE LANDSCAPE 
LEGEND. 

13. LONG-TERM STORAGE OF MATERIALS OR SUPPUES ON-SITE 
WILL NOT BE ALLOWED. 

14. NE CONTRACTOR SHALL KEEP PAVEMENTS, PLANTERS AND 
BUILDINGS CLEAN AND UNSTAINED. ALL PEDESTRIAN AND VEHICLE 
ACCESS TO BE MAINTANED THROUGHOUT CONSTRUCTION PERIOD. 
ALL WASTES SHALL BE PROMPTLY REMOVED FROM NE SITE. ANY 
PLANT STOCK NOT PLANTED ON DAY OF DELIVERY SHALL BE HEELED 
IN AND WATERED UNTIL INSTALLATION. PLANTS NOT MAINTAINED IN 
NIS MANNER WILL BE REJECTED. ANY DAMAGE TO EXISTING 
FACILITIES SHALL BE REPAVED AT NE CONTRACTOR'S EXPENSE. 

15. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COMPLYING 
NTH ALL APPIJCABLE CODES. REGULATIONS. AND PERMITS 
GOVERNING THE WORK. 

16. LOCATE AND VERIFY ALL UTILITIES, INCLUDING IRRIGATION LINES, 
INN THE OWNER FOR PROPRIETARY UTUTTES AND GOPHER STATE 
ONE CALL AT 454-0002 (TWIN CITIES METRO AREA) OR 
800-252-1166 (GREATER MINNESOTA) 48 HOURS BEFORE DIGGING. 
CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION AND 
REPAIR OF ANY DAMAGES TO SAME, NOTIFY NE LANDSCAPE 
ARCHITECT OF ANY CONFUCTS TO FACIUTATE PLANT RELOCATION. 

17. USE ANTI-DESICCANT (WILTPROF OR APPROVED EQUAL) ON 
DECIDUOUS PLANTS MOVED IN LEAF AND FOR EVERGREENS MOVED 
ANYTIME. APPLY AS PER MANUFACTURER'S INSTRUCTION. ALL 
EVERGREENS SHALL BE SPRAYED IN THE LATE FALL FOR WINTER 
PROTECTION DURING WARRANTY PERIOD. 

18. PLANTING SOIL FOR TREES, SHRUBS AND GROUND COVERS: 
FERTILE FRIABLE LOAM CONTAINING A IJBERAL AMOUNT OF HUMUS 
AND CAPABLE OF SUSTAINING VIGOROUS PLANT GROWTH. IT SHALL 
COMPLY WITH MN/DOT SPECIFICATION 3877 TYPE B SELECT TOPSOIL 
MIXTURE SHALL BE FREE FROM HARDPACK SUBSOIL STONES, 
CHEMICALS, NOXIOUS WEEDS, ETC. SOIL MIXTURE SHALL HAVE A PH 
BETWEEN 6.1 AND 7.5 AND 10-10-10 FERTIUZER AT THE RATE OF 3 
POUNDS PER CUBIC YARD. IN PLANTING BEDS INCORPORATE NIS 
MIXTURE THROUGHOUT THE ENTIRE BED BY ROTOTIWNG INTO THE 
TOP 12' OF SOIL 

19. ALL PLANTS SHALL BE GUARANTEED FOR ONE COMPLETE 
GROWING SEASON (APRIL 1 - NOVEMBER 1), UNLESS OTHERWISE 
SPECIFIED. RIE GUARANTEE SHALL COVER NE FULL COST OF 
REPLACEMENT INCLUDING LABOR AND PLANTS. 

20. CONTRACTOR SHALL NOTIFY NE LANDSCAPE ARCHITECT AT 
LEAST 3 DAYS PRIOR TO PLANNED DEUVERY. NE  CONTRACTOR 
SHALL NOTIFY THE LANDSCAPE ARCHITECT AT LEAST 24 HOURS IN 
ADVANCE OF BEGINNING PLANT INSTALLATION. 

21. SEASONS/TIME OF PLANTING: NOTE: NE CONTRACTOR MAY 
ELECT TO PLANT IN OFF-SEASONS ENTIRELY AT HIS/HER RISK. 
DECIDUOUS POTTED PLANTS: 
APRIL 1-JUNE 1; AUG. 21-NOV. 1 
DECIDUOUS B&B: 
APRIL 1-JUNE 1; AUG. 21-NOV. 
EVERGREEN POTTED PLANTS: 
APRIL 1-JUNE 1; AUG. 2T-OCT. 1 
EVERGREEN B&B: 
APRIL 1-MAY 15; AUG. 21-SEPT. 15 

22. MAINTENANCE SHALL BEGIN IMMEDIATELY AFTER EACH PORTION 
OF NE WORK IS IN PLACE. PLANT MATERIAL SHALL BE PROTECTED 
AND MAINTAINED UNTIL NE INSTALLATION OF NE PLANTS IS 
COMPLETE, INSPECTION HAS BEEN MADE, AND PLANTINGS ARE 
ACCEPTED EXCLUSIVE OF THE GUARANTEE. MAINTENANCE SHALL 
INCLUDE WATERING, CULTIVATING, MULCHING. REMOVAL OF DEAD 
MATERIALS, RE-SETTING PLANTS TO PROPER GRADE AND KEEPING 
PLANTS IN A PLUMB POSITION. AFTER ACCEPTANCE. NE  OWNER 
SHALL ASSUME MAINTENANCE RESPONSIBIUTIES. HOWEVER, NE 
CONTRACTOR SHALL CONTINUE TO BE RESPONSIBLE FOR KEEPING THE 
TREES PLUMB THOUGHOUT THE GUARANTEE PERIOD. 

23. ANY PLANT MATERIAL WHICH DIES, TURNS BROWN, OR DEFOLIATES 
(PRIOR TO TOTAL ACCEPTANCE OF NE WORK) SHALL BE PROMPTLY 
REMOVED FROM THE SITE AND REPLACED WITH MATERIAL OF THE SAME 
SPECIES, QUANTITY. AND SIZE AND MEETING ALL LANDSCAPE LEGEND 
SPECIFICATIONS. 

24. WATERING: MAINTAIN A WATERING SCHEDULE WHICH WILL 
THOROUGHLY WATER ALL PLANTS ONCE A WEEK. IN EXTREMELY HOT, 
DRY WEATHER, WATER MORE OFTEN AS REQUIRED BY INDICATIONS OF 
HEAT STRESS SUCH AS WILTING LEAVES. CHECK MOISTURE UNDER 
MULCH PRIOR TO WATERING TO DETERMINE NEED. CONTRACTOR SHALL 
MAKE THE NECESSARY ARRANGEMENTS FOR WATER. 

25. CONTRACTOR SHALL REQUEST IN WRITING. A FINAL ACCEPTANCE 
INSPECTION. 

26. SEE SHEET 2.01 FOR PROPOSED IRRIGATION SYSTEM. 

27. ALL DISTURBED AREAS TO BE SEEDED, ARE TO RECEIVE 4' TOP 
SOIL SEED, MULCH, AND WATER UNTIL A HEALTHY STAND OF GRASS IS 
OBTAINED. 

MIIIIIM LANDSCAPE LEGEND 	  
KEY 	 BOWE:CA NAVE 	 EONLION NATE 	 SIZE 	ROOT 	01Y. 	REMARKS 

CONIFEROUS TREES 

C.,i Picea gismo° densoto BLACK HILLS SPRUCE 6 HT. 21 

Thujo occidentolis 'Techny' TECHNY ARBORVITAE 6 HT. 32 
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5. 

A. 

I hereby certify that this plan, spedfication 
or report was prepared by me or under my 
direct supervision and that I am a duly 
Licensed Professional Engineer under the 
faros 01 150 State of Minnesota 

Name: 	Kathleen O'Connell 

Signature: 

Date: 01/13/14 License 0: 20862 
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